
Tappo
Tappo AR111 Dali LED & Driver Warm White (2700K)
14W (=75W) 45°

DL633101 45DINT

14W (=75W) 45°

Quicklink: Q39B0

General

Cap G53 / AR111

Colour White

Dimmable Yes

IP Rating IP20

Dimmable Yes

Dimensions

Cut Out 146mm (Diameter)

Diameter 164mm

Minimum Ceiling
Depth

130mm

Electrical

Energy Efficiency
Rating

A

Maximum Wattage 14W

Power Factor 0.90

Voltage 240V

Light Characteristics

Beam Angle 45°

Colour Rendering
Index

80

Colour Temperature 2700K Warm White

Halogen Equivalent
Wattage

75W

Lumens 950 lm

Lumens Per Watt 68 lm/W

The Tappo Fixed LED Downlighter is a recessed downlight with an Dali AR111 LED 14W &

Driver. The Tappo range of downlights give a stunning Halo effect and have a smaller rim

giving an almost trimless appearance. 

The Dali AR111 LED 14W & Driver is a Dali controlled LED lamp with transformer. Dali

(Digital Addressable Lighting Interface) allows each fitting to be individually addressable.

Each fitting is assigned a unique static address in the numeric range 0 to 63, making it

possible to control up to 64 devices in a standalone system.

The AR111 LED 14W Lamp is equivalent to a 75W AR111 halogen lamp and, like a halogen

lamp, is dimmable.

Key Features

•  Complies with October 2010 Part L regulations

•  Dali Controlled

•  Fully dimmable with leading edge dimmers

•  Equivalent to 75W AR111

•  Fits AR111 lampholder

•  Low Carbon footprint

•  80% Energy cost savings

•  Dimmable

•  Mercury free
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